
Należy przestrzegać wskazówek zawartych w dokumentacji technicznej oraz instrukcji montażu!

Doradztwo techniczne w zakresie zastosowania: W kwestiach technicznych oraz odnośnie
odpowiednich obszarów zastosowania należy zawsze kontaktować się z doradztwem technicznym
pod numerem +48 76 857 32 02  lub pod adresem techniczne@sanha.com.
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NiroSan ®

1.4404
AISI 316 L

NiroSan®

PURAPRESS®

NiroSan®

PURAPRESS®

NiroSan®

PURAPRESS®

NiroSan®

PURAPRESS®

NiroSan® 
Industry NiroSan®

NiroSan®

PURAPRESS®

NiroSan®

PURAPRESS® 
tylko system mokry

NiroSan®Industry 
tylko system suchy

NiroSan® 
tylko system mokry

NiroSan®Industry 
tylko system suchy

NiroSan® 
Gas

NiroSan® 
Industry

NiroSan® 
Industry

NiroSan® 
Industry NiroSan®

NiroSan ®-F
1.4521
AISI 443/444

NiroSan®

PURAPRESS® 
d ≤ 45 mm

NiroSan®

PURAPRESS®

NiroSan®

PURAPRESS®

NiroSan®

PURAPRESS®

NiroSan® 
Industry NiroSan®

NiroSan®

PURAPRESS®

NiroSan®

PURAPRESS® 
tylko system mokry

NiroSan® 
Industry

NiroSan® 
Industry

NiroSan® 
Industry NiroSan®

NiroSan ®-ECO
1.4404
AISI 316 L

NiroSan®

PURAPRESS®

NiroSan®

PURAPRESS®

NiroSan®

PURAPRESS®

NiroSan®

PURAPRESS®

NiroSan® 
Industry NiroSan®

NiroSan®

PURAPRESS®

NiroSan® 
Industry

NiroSan® 
Industry

NiroSan® 
Industry NiroSan®

NiroTherm ®

1.4301
AISI 304

NiroSan®

NiroTherm®

NiroSan®

NiroTherm®

NiroSan®

NiroTherm®

SANHA®-Therm

NiroSan® 
Industry

NiroTherm® 
Industry

NiroSan®

NiroTherm®

NiroSan®

NiroTherm®

SANHA®-Therm

NiroSan® 
Industry

NiroTherm® 
Industry

NiroSan® 
Industry

NiroTherm® 
Industry

NiroSan® 
Industry

NiroTherm® 
Industry

NiroSan®

NiroTherm®

Grubościenne
rury stalowe 10255,
PN-EN 10220 / 10216-1
lub PN-EN 10217-1

 
 

SANHA®- 
Heavy Steel  

Press

SANHA®- 
Heavy Steel  

Press

SANHA®- 
Heavy Steel  
Press Gas

SANHA®- 
Heavy Steel  
Press Gas

SANHA®- 
Heavy Steel  
Press Gas

SANHA®- 
Heavy Steel  
Press Gas

SANHA ®-Therm
Stal węglowa 1.0034 SANHA®-Therm SANHA®-Therm 

Industry SANHA®-Therm SANHA®-Therm SANHA®-Therm 
Industry

SANHA®-Therm 
Industry 

zawartość oleju  
≤ 25 mg/m³

SANHA ®-Therm DZ
Stal węglowa 1.0034
ocynkowana (wewnątrz /
na zewnątrz)

SANHA®-Therm
SANHA®-Therm 

Industry 
zawartość oleju  

≤ 25 mg/m³

Rura miedziana wg
PN-EN 1057/
DVGW-GW 392

SANHA®-Press

PURAPRESS®

SANHA®-Press

PURAPRESS®

SANHA®-Press

PURAPRESS®

SANHA®-Press

PURAPRESS®

SANHA®-Press 
Solar SANHA®-Press

SANHA®-Press

PURAPRESS®

SANHA®-Press

PURAPRESS® 
tylko system mokry

SANHA®-Press 
Gas

SANHA®-Press 
Solar SANHA®-Press SANHA®-Press 

Solar
SANHA®-Press 

Gas

MultiFit ®-Flex
PE-RT; AI; PE-RT
Rura wielowarstwowa

3fit®-Press

3fit®-Push

3fit®-Press

3fit®-Push

3fit®-Press

3fit®-Push

3fit®-Press

3fit®-Push

3fit®-Press

3fit®-Push

3fit®-Press

3fit®-Push

3fit®-Press

3fit®-Push 
do 5 klasy zaolejenia 

3fit®-Press

3fit®-Push

MultiFit ®-PEX
PE-Xc
Rura wielowarstwowa

 
3fit®-Press

3fit®-Push

3fit®-Press

3fit®-Push

Zastosowanie

 
Typ rury


